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       Typical Physical Properties 
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P2000 Insulation System is a 
High-performance Insulation 
 
Specially formulated EPS core 
with polypropylene radiant 
blocker facings – laminated with 
proprietary process.  Uses self-
adhesive overflap flaps along 
the length of sheets/rolls 
 
P2000 Insulation is available in 
3/8”, 5/8” & 1” thicknesses in 4’ 
x 8’ sheets (Custom lengths 
available) 
 
3/8” available in 4” x 72’ rolls 
(Custom thickness may be 
available) 
 
P2000 Insulation is available 
with different facings: 
Metalized plastic – blocks 
radiant energy. 
Woven White Polypropylene – 
also effective radiant blocker for 
white finish & concrete (durable 
finish – bursting strength of 172 
lbs/sq inch, acid treated, UV 
treated, washable.) 
 
The P2000 Insulation System 
has a low water permeance – 
serves as air & vapour barrier. 
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Fastening P2000 Insulation 
– Sheets are applied using 
screws & 2” plastic washers 
and/or suitable adhesive. 
 
Seams are taped with self-
adhesive over flaps – on 8’ 
side of sheets. 
4’ butt ends and cut seams 
are taped with heavy 
aluminium industrial tape 
and/or matching white. 
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The P2000 Insulation 
System is suitable for: 
 

Walls – block, concrete, 
wood, or steel (from interior 
or exterior) 
 

Ceiling – provides finish, 
sheathing, vapour barrier & 
insulation in a single 
application. 
 

Roofing – over or under roof 
purlins, ideal as a retrofit 
insulation layer. 
 

Concrete applications – 
above or below grade 
 

Pipe insulation – for pipes 
and utility lines (above or 
below grade) 
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P2000 Insulation Systems 

(Pure aluminium foil) 
Silver 

# 13202-L 
 

P2000 Insulation Systems 
(Metalized plastic foil) 

Bronze 
# 13180-L 
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ASTM E-84-05 test 
(poly Metalized plastic faced 

P2000 Insulation) 
 
 

Flame Spread 
Rated @ 5  

Class A 
Class A Max = 25 

 
 

Smoke Development 
Rated @ 60 

Class A 
Class A,B,C Max=450 

 Testing Method Rating Target Minimum 
Water Permeance ASTM  E96 31 Ng 300 Ng 
Compressive Strength ASTM  D1621 73 KPa 70 KPa 
Dimensional Stability ASTM  D2126 0.00% 1.5% 
Water Absorption ASTM  C2842 1.4% 6% 
Flexural Strength ASTM  CT203 303 KPa 170 KPa 
Limiting Oxygen ASTM  D2863 40% 24% 


